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ACID CURING e

DURACID COLOR T460

2K Solventborne topcoat

Formaldehyde-free 2K solventborne
topcoat with a long pot life (approx.
5 days or 120 hours at 20°C).

Aromatic < 1%
Formaldehyde-free

Moderate yellowing

DURACID T260

TDS

2K Solventborne topcoat
Quick drying 2K solventborne topcoat
with a formaldehyde-free formula.
Quick drying
Aromatic < 1%
Formaldehyde-free

Moderate yellowing

Main Areas of Use

Tintable

Application

Hardener

Thinner

Colour Shade
BNOO

BWO1

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade
Clear
Clear
Clear

Clear

Interior, Furniture, Cabinets, Building products

Yes
Curtain coater, Spray application Airmix/
Airless, Spray application high/low
pressure
HAC6404 Mix Ratio 10% (10:1)
TAC9400-M

Gloss Level @ 60° Packsize

Semi-gloss (30) 4.051

Semi-gloss (30) 451

Interior, Furniture, Cabinets, Building products

Curtain coater, E
Spray application high/low pressure ==

HAC6404 Mix Ratio 5% (20:1)
TAC9400-M
[v]

Gloss Level @ 60° Packsize

Deep matt (05) 201

Matt (10) 201

Semi-matt (25) 201

High-gloss (90) 201

INTERIOR

SikkEens

WOOD COATINGS

2K ACID CURING SYSTEM,
WITH FORMALDEHYDE-FREE
FORMULATIONS

Introducing the Beyond range, a next-gen formaldehyde-free
acid-curing system designed for seamless integration and

zero disruption. The Beyond range delivers exceptional
durability, fast drying times, and a flawless finish without
harmful emissions. Formulations free from formaldehyde

and isocyanates, and fully compliant with 2026 EU REACH
regulations, it’s a safer, sustainable solution that fits seamlessly
into your existing processes. Helping you meet tomorrow’s
standards today, without compromising on performance.

Discover how you can go beyond:

TOPCOAT

AkzoNobel
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ACID CURING

DURACID COLOR P360

2K Solventborne primer

Fast-drying formaldehyde-free
| 2K solventborne primer with
—— good filling power.

Quick drying
Good filling power

Formaldehyde-free

DURACID COLOR P380

2K Solventborne primer

power
Quick drying
Excellent filling power

Formaldehyde-free

Fast-drying formaldehyde-free 2K
solventborne primer with excellent filling

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

White

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

White

HAC6404

Colour Shade

Interior, Furniture, Cabinets, Building products

Curtain coater, =
Spray application Airmix/Airless,

Spray application high/low pressure

HAC6404 Mix Ratio 10% (10:1)
TAC9400-M
Gloss Level @ 60° Packsize
20 kg

Interior, Furniture, Cabinets, Building products

Curtain coater, =
Spray application Airmix/Airless,

Spray application high/low pressure

HAC6404 Mix Ratio 10% (10:1)
TAC9400-M
Gloss Level @ 60° Packsize
20 kg

Gloss Level @ 60° Packsize

21

Acid curing hardener
' Hardener for Duracid products.

==

TAC9400-M

Colour Shade

Gloss Level @ 60° Packsize

51

Acid curing thinner

Thinner for Duracid products.

NITRO

EASYFIT T230

1K Solventborne topcoat

Solventborne 1K topcoat ideal for
| renovating old pieces of furniture.

I Good filling power
W Closed pores
7 Moderate yellowing

Main Areas of Use

Application

Colour Shade

Clear

Clear

Interior, Furniture, Cabinets

Curtain coater,
Spray application high/low pressure

Gloss Level @ 60° Packsize
Semi-matt (15) 201
Semi-gloss (35) 201

TNC9101-M

Colour Shade

Gloss Level @ 60° Packsize

51/201

Nitro cellulose thinner
Thinner for Easyfit products.

L
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POLYESTER

POLYESTER

POLYDUR T250

3K Solventborne topcoat

High-gloss solventborne 3K topcoat
for closed-pore coating systems.

Scratch and abrasion resistant
Resistant to a variety of solvents

Closed pores

TDS

Main Areas of Use

Application

Hardener
Thinner

Activator

Colour Shade

Clear

Interior, Furniture, Cabinets

Spray application Airmix/Airless,

Spray application high/low pressure

HUP6500 Mix Ratio
TUP9500-F
AUP6571 Mix Ratio

Gloss Level @ 60°

High-gloss (90)

2% (50:1)

2%

Packsize

201

POLYDUR COLOR P380

3K Solventborne primer

High solids solventborne 3K polyester
primer with very good hiding power.
Suitable for use with high-gloss PU
topcoats often used on general interior
and kitchen furniture.

Extreme filling power

No shrinking
(ideal as a base coat for high gloss)

Closed pores

Moderate yellowing

POLYDUR COLOR P390

3K Solventborne primer

Styrene-free solventborne 3K polyester
primer with good hiding power for
priming common woods and wood-
based materials. Suitable for use with
high-gloss PU topcoats often used on
general interior and kitchen furniture.

Styrene-free
Extreme filling power

No shrinking
(ideal as a base coat for high gloss)

Closed pores

Moderate yellowing

POLYDUR S160

3K Solventborne sealer

High solids solventborne 3K polyester
sealer with extreme filling power and
no shrinking, making it ideal as a base
coat for high gloss.

Extreme filling power
No shrinking
Closed pores

Moderate yellowing

Main Areas of Use

Application

Hardener
Thinner

Activator

Colour Shade

White

Main Areas of Use

Application

Hardener
Thinner

Activator

Colour Shade

White

Main Areas of Use

Application

Hardener
Thinner

Activator

Colour Shade

Clear

POLYESTER

Interior, Furniture, Cabinets

Spray application high/low pressure

HUP6500 Mix Ratio
TUP9500-F
AUP6571 Mix Ratio

Gloss Level @ 60°

Interior, Furniture, Cabinets

Spray application high/low pressure

HUP6510 Mix Ratio
TUP9500-F
AUP6571 Mix Ratio

Gloss Level @ 60°

Interior, Furniture, Cabinets

Spray application high/low pressure

HUP6500 Mix Ratio
TUP9500-F
AUP6571 Mix Ratio

Gloss Level @ 60°

ny
=S
[
@
2% (50:1)
2%
Packsize
20 kg
2% (50:1)
2%
Packsize
20 kg
%
@
Lo
()
@
2% (50:1)
2%
Packsize
201
48
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POLYESTER

Colour Shade Gloss Level @ 60° Packsize
HUPB500 1
1
Polyester hardener
.-. Hardener for Polydur products.
r
Colour Shade Gloss Level @ 60° Packsize
HUPB510
11
Polyester hardener
.-. Hardener for Polydur products.
r
Colour Shade Gloss Level @ 60° Packsize
TUP9500-F 1
5
Polyester thinner, fast
Fast thinner for Polydur products.
Colour Shade Gloss Level @ 60° Packsize
AUPBST1 1
1

Solventborne activator

Polydur activator.

PU ALKYD

SOLIDO COLOR T430H

2K Solventborne topcoat

Solventborne 2K topcoat. Especially
developed for horizontal use, with
good filling power.

Good filling power

Closed pores
Specialised for horizontal use

Moderate yellowing

TDS

SOLIDO COLOR T440

2K Solventborne topcoat

High-gloss solventborne 2K topcoat,
with excellent levelling properties. Easy
to use and fast drying. Two basepaints
in combination with Tintflex tinting can
deliver practically all colours.

Good scratch resistance
and surface smoothness

Excellent levelling

Closed pores

TDS

Moderate yellowing

Main Areas of Use

Application

Hardener

Thinner

Colour Shade
White
White

White

Main Areas of Use

Tintable

Application

Hardener

Thinner

Certification

Colour Shade

BNOO

BWO1

PU ALKYD

Interior, Furniture, Cabinets

Curtain coater, E
Spray application high/low pressure ==

HPU6205 Mix Ratio 50% (2:1)

TPU9302-M, TPU9303-S

Gloss Level @ 60° Packsize
Semi-matt (15) 20 kg
Semi-matt (25) 5kg/20kg
Semi-gloss (35) 20 kg

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms
(if it is combined with an insulating sealer or primer)

Yes

Curtain coater, E
Spray application high/low pressure =
HPU6214 Mix Ratio 100% (1:1)

TPU9302-M, TPU9303-S

Gloss Level @ 60° Packsize
High-gloss (90) 18.4 kg
High-gloss (90) 20 kg

syeoodo]
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PU ALKYD

SOLIDO COLOR T441

2K Solventborne topcoat

High-gloss solventborne 2K topcoat,
with excellent levelling properties.

Good scratch resistance
and surface smoothness

Excellent levelling
Closed pores

Moderate yellowing

SOLIDO COLOR T450V

2K Solventborne topcoat

Solventborne 2K topcoat with high filling
and hiding power and excellent levelling
properties. Good scratch resistance and
surface smoothing properties.

High filling and hiding power

Good scratch resistance
and surface smoothness

Excellent levelling

Closed pores

Moderate yellowing

SOLIDO COLOR T462E

2K Solventborne effect lacquer

High brilliance ready-mixed solventborne
effect lacquer with lightfast pigments.
Can be mixed with clear Solido products
to get a sparkle effect, or opaque

Solido Color to gain a solid metallic
colour. It can also be adjusted with
Tintflex pigments.

High brilliance and clarity
Good hiding power

Can be mixed with Solido
products to make various effects

Lightfast pigments

Main Areas of Use

Application

Hardener

Thinner

Colour Shade
White

Black

Main Areas of Use

Application

Hardener

Thinner

Colour Shade
White

White

Main Areas of Use

Application

Hardener

Colour Shade
Bronze
Gold

Metallic

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms

HPU6214 Mix Ratio 100% (1:1)

Curtain coater,
Spray application high/low pressure

TPU9300-F, TPU9301-S

Gloss Level @ 60° Packsize
High-gloss (90) 20 kg
High-gloss (90) 20 kg

Interior, Furniture, Cabinets

Spray application high/low pressure

HPU6205 Mix Ratio 50% (2:1)

TPU9302-M, TPU9303-S

Gloss Level @ 60° Packsize
Semi-matt (15) 20 kg
Semi-matt (25) 20 kg

Interior, Furniture, Cabinets

Spray application Airmix/Airless,
Spray application high/low pressure
HPU6301 Mix Ratio 10% (10:1)
Gloss Level @ 60° Packsize
5kg
5kg
5kg

SOLIDO COLOR T470

2K Solventborne topcoat

Solventborne 2K topcoat with a high
viscosity, ideal for horizontal and vertical
application. Easy to use, fast drying and
good flow properties. Two basepaints

in combination with Tintflex tinting can
deliver practically all colors.

Good coverage

Very high filling, can optionally
be used as self-sealer

Optimised for vertical application
Good flow

Negligible yellowing

SOLIDO T220H

2K Solventborne topcoat

Fast-drying solventborne 2K topcoat
with good scratch resistance and surface
smoothness. Especially developed for
horizontal use.

Good scratch resistance
and surface smoothness

Very quick drying
Specialised for horizontal use

Moderate yellowing

SOLIDO T230

2K Solventborne topcoat

Fast-drying solventborne 2K topcoat
with good transparency and resistance
to extreme abrasion. This product is
suitable for parquet flooring production.

Good transparency
Extreme abrasion resistance

Very quick drying (second layer
is possible after 2h without sanding)

Only for industrial use
(not allowed for domestic application)

Main Areas of Use

Tintable

Application

Hardener

Thinner

Certification

Colour Shade
BNOO
BNOO
BNOO
BWO1
BWO1

BWO1

Main Areas of Use

Application

Hardener
Hardener

Thinner

Colour Shade
Clear
Clear
Clear

Clear

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade

Clear

Clear

PU ALKYD

Almost all interior wooden furniture

Yes

Spray application Airmix/Airless,
Spray application high/low pressure

HPU6205 Mix Ratio 50% (2:1)

TPU9302-M, TPU9303-S

Gloss Level @ 60° Packsize

Matt (10) 4.6 kg/18.4kg
Semi-matt (20) 4.6kg/18.4kg
Semi-gloss (30) 4.6kg/18.4kg
Matt (10) 5kg /20 kg
Semi-matt (20) 5kg/20kg
Semi-gloss (30) 5kg/20kg

Interior, Furniture, Cabinets

Spray application high/low pressure

HPU6202 Mix Ratio 50% (2:1)
HPU6204 Mix Ratio 50% (2:1)

TPU9302-M, TPU9303-S

Gloss Level @ 60° Packsize
Matt (10) 201
Semi-matt (20) 201
Semi-gloss (30) 201
Semi-gloss (50) 201

Interior, Flooring, Hard top, especially for public buildings

Spray application high/low pressure

HPU6204 Mix Ratio 50% (2:1)
TPU9303-S
Gloss Level @ 60° Packsize
Semi-matt (15) 51/201
Semi-gloss (35) 201

syeoodo]
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PU ALKYD

SOLIDO T240

2K Solventborne topcoat

High-gloss, easy-to-polish solventborne
2K topcoat that is ideal for furniture.

High filling power
Easy to polish

Closed pores

Moderate yellowing

SOLIDO T240H

2K Solventborne topcoat

Solventborne 2K topcoat for horizontal
application, with high scratch and
chemical resistance making it ideal

for table tops. Very fast drying and
fast stackability.

High scratch resistance
Very quick drying

Open and closed pores

Specialised for horizontal use

TDS

Negligible yellowing

SOLIDO T24@V

2K Solventborne topcoat

Solventborne 2K topcoat for vertical
application, with high filling power.
Ideal for chairs and furniture.

High filling power

Good antisagging properties
Specialised for vertical use

Moderate yellowing

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade
Clear

Clear

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade
Clear
Clear
Clear
Clear

Clear

Interior, Furniture, Cabinets
Spray application high/low pressure

HPU6207 Mix Ratio

TPU9202-S, TPU9303-S

=] v]

Gloss Level @ 60°

High-gloss (90)

Interior, Furniture, Cabinets

Curtain coater,
Spray application high/low pressure

HPU6205 Mix Ratio

TPU9302-M, TPU9303-S

8]

Gloss Level @ 60°
Deep matt (05)

Semi-matt (25)

Interior, Furniture, Cabinets
Spray application high/low pressure

HPU6205 Mix Ratio

TPU9302-M, TPU9303-S

)]

Gloss Level @ 60°
Matt (10)
Semi-matt (20)
Semi-gloss (30)
Semi-gloss (40)

Semi-gloss (55)

100% (1:1)

Packsize

201

50% (2:1)

Packsize
201

201

50% (2:1)

Packsize
201
201
201
201

201

SOLIDO AP360

2K Solventborne primer

For melamine paper

SOLIDO COLOR P310

2K Solventborne primer

Easy-to-use solventborne 2K

with good hiding power.
Good hiding power

Good sagging resistance

SOLIDO COLOR P320H

2K Solventborne primer

producing a smooth surface.

High filling power
Good edge sealing
Closed pores

Specialised for horizontal use

Flexible primer to provide
high impact resistance

Solventborne 2K PU alkyd clear
adhesion primer for melamine paper.

PU alkyd white universal primer

Solventborne 2K PU alkyd white primer
with very good hiding power, specially
formulated for horizontal application,

Main Areas of Use

Application

Hardener

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

White

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

White

PU ALKYD

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms

Roller,
Spray application high/low pressure

HPU6217 Mix Ratio 100% (1:1)

Gloss Level @ 60° Packsize

201

Interior, Furniture, Cabinets

Spray application high/low pressure

HPU6210 Mix Ratio 50% (2:1)
TPU9201-M
Gloss Level @ 60° Packsize
20 kg

Interior, Furniture, Cabinets

Spray application high/low pressure

HPU6204 Mix Ratio 50% (2:1)

TPU9201-M, TPU9203-F

Gloss Level @ 60° Packsize

5kg/ 20 kg

siowilid
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PU ALKYD

SOLIDO COLOR P320V

TDS

2K Solventborne primer

PU alkyd white universal primer
with very good hiding power and fast
drying speed, specially formulated
for vertical application.

High filling and hiding power

Good antisagging properties
(up to 200 g/m?)

Easy to sand
Closed pores

Fast drying time

SOLIDO COLOR P330H

2K Solventborne primer

High covering solventborne 2K PU alkyd
white primer with excellent hiding power,
specially formulated for horizontal
application, producing a smooth surface.

Good filling power
Excellent hiding power
High flexibility

Closed pores

Moderate yellowing

SOLIDO COLOR P340H

2K Solventborne primer

High elasticity solventborne 2K PU alkyd
white flexible primer with excellent
hiding power, specially formulated for
horizontal application, producing a
smooth surface.

Good filling power

Very high flexibility (up to very thick layers)
Closed pores

Specialised for horizontal use

Moderate yellowing

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

White

Main Areas of Use

Application

Hardener
Hardener

Thinner

Colour Shade

White

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

White

Interior, Furniture, Cabinets

Spray application high/low pressure

HPU6210 Mix Ratio 50% (2:1)
TPU9201-M
Gloss Level @ 60° Packsize
5kg/20kg

Interior, Furniture, Cabinets

Curtain coater,
Spray application high/low pressure

HPU6202 Mix Ratio 50% (2:1)
HPU6204 Mix Ratio 50% (2:1)

TPU9201-M, TPU9203-F

Gloss Level @ 60° Packsize

20 kg

Interior, Furniture, Cabinets

Spray application high/low pressure

HPU6210 Mix Ratio 30% (10:3)
TPU9201-M
Gloss Level @ 60° Packsize

5kg/ 20 kg

SOLIDO COLOR P340V

2K Solventborne primer

Fast-drying solventborne 2K PU alkyd
white flexible universal primer with
excellent hiding power, specially
formulated for vertical application,
producing a smooth surface.

High filling power

Good edge sealing

Closed pores

Specialised for vertical use

Moderate yellowing

SOLIDO COLOR P342

2K Solventborne primer

A solventborne neutral based 2K primer
that can be used to produce any coloured
primer in the Solido range. When used
without pigment, the product is a good
sealant for MDF edges.

SOLIDO COLOR P350

TDS

2K Solventborne primer

Fast-drying solventborne 2K PU alkyd
black flexible universal primer with
excellent hiding power, specially
formulated for vertical application,
producing a smooth surface.

High filling and hiding power
Closed pores
For both horizontal and vertical use

Flexible primer to provide
high impact resistance

Particularly suited for
use under dark topcoats

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

White

Main Areas of Use

Tintable

Application

Hardener

Thinner

Colour Shade

BNOO

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

Black

PU ALKYD

Interior, Furniture, Cabinets

Spray application high/low pressure

HPU6211 Mix Ratio 30% (10:3)

TPU9201-M, TPU9203-F

Gloss Level @ 60° Packsize

5kg/20 kg

Interior, Furniture, Cabinets

Yes
Spray application high/low pressure
HPU6204 Mix Ratio 50% (2:1)

TPU9201-M, TPU9203-F

Gloss Level @ 60° Packsize

18.4 kg

Almost all interior wooden furniture. For priming all common
woods and wood-based materials

Spray application high/low pressure

HPU6202 Mix Ratio 50% (2:1)
TPU9201-M
Gloss Level @ 60° Packsize
5kg/20kg

siowilid
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PU ALKYD

NEW FOR 2025
SOLIDO 1S130

Gl s s

(

2K Solventborne insulating sealer,
clear

Deeply penetrating two-pack PUR
insulating varnish
Also for roller and brush application
Excellent transparency and brilliance

Insulates wood rich in resin and
ingredients (exotic wood) and MDF

Very good chemical resistance
and scratch resistance

2K Solventborne insulating sealer

Solventborne 2K insulating sealer for use
on exotic, tanning-rich wood to prevent
bleeding of tanning on the surface.

Used to avoid discolouration of stains due
to the oxidation caused by Polydur sealers

SOLIDO S122V

2K Solventborne sealer

Solventborne 2K sealer with good filling
properties, specialised for vertical use.
PU sealer based on alkyd
Good filling power

Moderate yellowing

SOLIDO S130H

2K Solventborne sealer

Solventborne PU alkyd 2K sealer
especially for horizontal use,
with good transparency and only
moderate yellowing.

Good transparency

Specialised for horizontal use

Moderate yellowing

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Colour Shade

Clear

Interior, furniture, cabinets

Spray application

HPU6214 Mix Ratio 50% (2:1)

TPU9300-F / TPU9301-S

Gloss Level @ 60° Packsize

51

Interior, Furniture, Cabinets
Spray application low pressure
HPU6218 Mix Ratio 100% (1:1)

Gloss Level @ 60° Packsize

201

Almost all interior wooden furniture, for open- and closed-pore
applications, The product is optimised for vertical applications

Spray application high/low pressure

HPU6204 Mix Ratio 50% (2:1)

TPU9302-M, TPU9303-S

Gloss Level @ 60° Packsize

201

Interior, Furniture, Cabinets

Curtain coater, E
Spray application high/low pressure =
HPU6202 Mix Ratio 50% (2:1)

Gloss Level @ 60° Packsize

201

HPUB202

SOLIDO S130V

2K Solventborne sealer

Easy-to-sand solventborne PU alkyd 2K
sealer especially for vertical use, with
very good antisagging properties.

Less transparency

Very good antisagging properties
Easy to sand

Specialised for vertical use

Moderate yellowing

SOLIDO S140H

2K Solventborne sealer

Solventborne 2K sealer with high filling
power, specialised for horizontal use,
with moderate yellowing.

High filling power
Specialised for horizontal use

Moderate yellowing

SOLIDO S150H

2K Solventborne sealer

A clear 2K solventborne sealer with
good transparency, reactivity and
sanding properties.

Good transparency
Good reactivity

Good sanding properties

PU Alkyd hardener

Hardener for Solido products.

Main Areas of Use

Application

Hardener

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

Clear

Colour Shade

PU ALKYD

Interior, Furniture, Cabinets

Spray application high/low pressure

HPU6204 Mix Ratio 50% (2:1)

Gloss Level @ 60° Packsize

201

Interior, Furniture, Cabinets

Curtain coater,
Spray application high/low pressure

HPU6202 Mix Ratio 50% (2:1)

TPU9201-M, TPU9203-F

Gloss Level @ 60° Packsize

51/201

Interior, Furniture, Cabinets

Curtain coater, E
Spray application high/low pressure ==

HPU6202 Mix Ratio 50% (2:1)

TPU9201-M, TPU9203-F

Gloss Level @ 60° Packsize
201

Gloss Level @ 60° Packsize
251/101

siajeas

sisuapieH
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PU ALKYD PU ALKYD

(4] R R T
g Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize %
? HPUG6203 HPUG20@8 E]
T 101 101 &
PU Alkyd hardener PU Alkyd hardener
Alternative hardener for Alternative hardener
= Solido Color P320V and P320H. = for Solido Color T430H.
W Better elasticity M Non-yellowing
r- o= P oy oo
W Specifically for matt
W Mixing ratio 50% by weight
R R
Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize
HPUB204 HPUB210
2.50/101 2.51/101
PU Alkyd hardener PU Alkyd hardener
Hardener for Solido products. Hardener for Solido products.

r
r

] ]
Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize
HPUB205 HPUB211
251/101 3l/101
PU Alkyd hardener PU Alkyd hardener
Hardener for Solido products. Hardener for Solido products.
o M Non-yellowing for matt, RS
semi-matt and semi-gloss -
] ]
Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize
HPUB206 HPUB213
101 101
PU Alkyd hardener PU Alkyd hardener
Hardener for Solido products Alternative hardener for
- Solido opaque topcoats.
I Non-yellowing
] ]
Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize
HPUB20@7 HPUB214
101 2510/101

PU Alkyd hardener PU Alkyd hardener

Hardener for Solido products. Hardener for Solido products.

M Non-yellowing for high-gloss

.

- -
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PU ALKYD PU ALKYD

0 T — — -
e Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize s
§  HPUB216 - TPU9201-M
T . 51/201
PU Alkyd hardener Polyurethane thinner
Alternative hardener for Solido Thinner for Quantum
i T240-90 and Solido Color T440-90. and Solido products.
. [ Fordark colours or clear high-gloss

R
W Fasterdrying !

M Fast polishing

| |
Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize
HPUBZ217 1 TPU9203-F oot
2.5 51/20

PU Alkyd hardener Polyurethane thinner, fast
Hardener for Solido products. Fast thinner for Quantum
Etir

and Solido products.
-

R R
Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize
HPUB218 TPUS306-R
101 201
PU Alkyd hardener Polyurethane thinner
Hardener for Solido. Thinner for Quantum

W For Solido IS150 and Solido products.

r- = L

e
Colour Shade Gloss Level @ 60° Packsize

HPUBZ219

101

PU Alkyd hardener

Alternative hardener for Solido
opaque high-gloss topcoat.

W Fasterdrying
W Limited yellowing

r
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PU ACRYLIC

PU ACRYLIC

QUANTUM COLOR T430

TDS

2K Solventborne topcoat

White solventborne 2K topcoat
suitable for open pore furniture,
veneers and wood.

Very good pore marking
Lightfast
Sandable

Can be used as a self-sealer

QUANTUM COLOR T460

TDS

2K Solventborne topcoat

Lightfast solventborne 2K topcoat
with good mechanical and chemical
resistance, as well as good hiding
and filling power. Two basepaints in
combination with Tintflex tinting can
deliver practically all colours.

Good mechanical and chemical resistance
Good hiding and filling power

Non-yellowing, lightfast in all conditions

Main Areas of Use

Application

Hardener

Certification

Colour Shade
White
White

White

Main Areas of Use

Tintable

Application

Hardener

Thinner

Certification

Colour Shade
BNOO
BNOO
BWO1

BWO1

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms
(if it is combined with an insulating sealer or primer)

Spray application Airmix/Airless, E
Spray application high/low pressure
. . 10% (10:1) or

HPU6301 Mix Ratio 20% (5:1)

Gloss Level @ 60° Packsize

Matt (10) 20 kg

Semi-matt (20) 20 kg

Semi-gloss (35) 20 kg

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms
(if it is combined with an insulating sealer or primer)

Yes

Spray application Airmix/Airless, E
Spray application high/low pressure

HPU6300 Mix Ratio 10% (10:1)

TPU9300-F, TPU9301-S

=]¢]v]=]e]

Gloss Level @ 60° Packsize

Matt (10) 4.6kg/18.4kg
Semi-gloss (30) 4.6kg/18.4kg
Matt (10) 5kg/20kg
Semi-gloss (30) 5kg/20 kg

NEW FOR 2026
QUANTUM COLOR T4800

TDS

2K Solventborne topcoat

Our best in class 2K opaque topcoat with
optimised filling power and extremely
high stability which enables easy painting
on vertical surfaces. The product has
been engineered with the latest direct to
substrate which enables good insulation
and filling properties on raw MDF which
gives you the option to use Quantum
Color T4800 as a base and topcoat.

Excellent surface smoothness
Outstanding coverage even after one coat
Ultimate ring and scratch resistance

Compatible with our Quantum clearcoats
for different gloss level finishing options

NEW FOR 2025
QUANTUM COLOR T4850

Solventborne 2K Topcoat

Next Generation universally applicable
all-round solution. Top quality and
versatile pigmented two-pack PUR
topcoat, perfect for complex surfaces
and highly specified applications

Outstanding coverage even after a single
coat

Maximum ring and scratch resistance
Maximum hardness
Non yellowing

Good sealing and filling properties
on raw MDF (even in damp rooms

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade
BNOO

BWO1

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade
BLUE

BORDO
YELLOW
YELLOW ORANGE
GREEN
OCKER
ORANGE
OXIDE RED
RAL9010
RAL9016
RED

BLACK

WHITE

PU ACRYLIC

Interior, furniture, kitchen, cabinets, especially in bathrooms
(if it is combined with an insulating sealer or primer)

Spray application Airmix/Airless, E
Spray application high/low pressure

. . 10 % (10:1) or
HPU6300 Mix Ratio 20 % (5:1)

TPU9300-F / TPU9301-S

HEE

Gloss Level @ 60° Packsize
Semi-matt (20) 4.6kg / 18.4kg

Semi-matt (20) 4.6kg / 18.4kg

Interior, furniture, kitchen, cabinets, especially in bathrooms
(if it is combined with an insulating sealer or primer)

Spray application Airmix/Airless, Spray E
application high/low pressure

5 o 10 % (10:1) or
HPU6300 Mix Ratio 20% (5:1)

TPU9300-F / TPU9301-S

=et]a]e]

Gloss Level @ 60° Packsize

20 3kg/10kg

20 3kg/10kg

20 3kg/10kg

20 3kg/10kg

20 3kg/10kg

20 3kg/10kg

20 3kg/10kg

20 3kg/10kg

20 3kg/10kg/25kg
20 3kg/10kg/25kg
20 3kg/10kg

20 3kg/10kg/ 25 kg

3kg/10kg/ 25 kg/

20 200 kg

syeoodo]
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PU ACRYLIC

QUANTUM COLOR T461E

TDS

2K Solventborne effect lacquer

High brilliance ready-mixed solventborne
effect lacquer with lightfast pigments.
Can be mixed with clear Quantum
products to get a sparkle effect, or
opaque Quantum Color to gain a solid
metallic colour. It can also be adjusted
with Tintflex pigments.

High brilliance and clarity
Good hiding power

Can be mixed with Quantum
products to make various effects

Lightfast pigments

QUANTUM T233

TDS

2K Solventborne topcoat

Very quick drying solventborne 2K
topcoat that gives a natural appearance
on application. Modified with a wax for
silk haptic effect.

Good filling power

Natural appearance

Very quick drying

Non-yellowing, lightfast in all conditions

Modified with a wax for a silk haptic effect

QUANTUM T234

2K Solventborne topcoat

Lightfast solventborne 2K topcoat
with good mechanical and chemical
resistance. This product is suitable
for bleached wood.

Good mechanical and chemical resistance
Suitable for bleached wood

Open and closed pores

Lightfast

High solid content

Main Areas of Use

Application

Hardener

Thinner

Colour Shade
Gold
Metallic

Pearl

Main Areas of Use

Application

Hardener

Certification

Colour Shade

Clear

Clear

Main Areas of Use

Application

Hardener

Certification

Colour Shade
Clear
Clear
Clear
Clear
Clear

Clear

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms
(if it is combined with an insulating sealer or primer)

Spray application Airmix/Airless, E
Spray application high/low pressure
HPU6300 Mix Ratio 5% (20:1)

TPU9300-F, TPU9301-S

Gloss Level @ 60° Packsize
3kg
3kg

3kg

Interior, Furniture, Cabinets

Curtain coater,
Spray application Airmix/Airless,
Spray application high/low pressure

E2=]
&/

HPU6301 Mix Ratio 10% (10:1)
EERRNED

Gloss Level @ 60° Packsize

Deep matt (05) 201

Semi-matt (20) 201

Interior, Furniture, Cabinets

Curtain coater,
Spray application Airmix/Airless,
Spray application high/low pressure

&l

HPU6301 Mix Ratio 10% (10:1)
HEGAHNE

Gloss Level @ 60° Packsize

Deep matt (05) 201

Matt (10) 201

Semi-matt (15) 201

Semi-gloss (30) 201

Semi-gloss (60) 201

High-gloss (90) 201

QUANTUM T235

2K Solventborne topcoat

topcoat used to create a natural
wood paint effect while also
providing protection.

Lightfast

Scratch resistant

Sandable

QUANTUM T236

1K Solventborne topcoat

Clear solventborne 2K self-sealing

A solventborne 1K clear topcoat that
gives a natural appearance to oak.

A lightfast clear topcoat on acrylate
base. The product produces a deep
matt natural wood surface without grain
emphasis. The timber is protected but

still looks untreated.

Natural appearance

DS Lightfast

Non-yellowing

QUANTUM T237

2K Solventborne topcoat

Solventborne 2K topcoat
for open and closed pores.

Open and closed pores

Non-yellowing

Main Areas of Use

Application

Hardener

Certification

Colour Shade

Clear

Main Areas of Use

Application

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade
Clear
Clear

Clear

Interior, Furniture, Cabinets

Spray application Airmix/Airless,
Spray application high/low pressure

HPU6301

=[] v]

Gloss Level @ 60°

Matt (03)

Mix Ratio

201

Interior, Furniture, Cabinets

Spray application high/low pressure

Gloss Level @ 60°

Deep matt (05)

201

PU ACRYLIC

20% (5:1)

Packsize

Packsize

Almost all interior wooden furniture, open- or closed-pore
coatings, usable as self-sealer lacquer

Spray application Airmix/Airless,
Spray application high/low pressure

HPU6301

Mix Ratio

TPU9302-M, TPU9303-S

8]

10% (10:1)

Gloss Level @ 60° Packsize
Deep matt (05) 201
Matt (10) 201
Semi-matt (20) 201

syeoodo]
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INTERIOR

sSikkEens

WOOD COATINGS

QUANTUM T264-03

Anti-fingerprint and resistant to scratches
to deliver a beautiful and lasting appearance.
A solventborne 2K perfect matt clear topcoat with

anti-fingerprint and excellent anti-scratch properties.

Pot life up to 4 hours @ 20°C.

For more information please visit

Hplyng Fiasibltfes

PU ACRYLIC

TOPCOAT

AkzoNobel

QUANTUM T260

2K Solventborne topcoat

Lightfast 2K solventborne topcoat
with good mechanical and chemical
resistance. Suitable for bleached
wood. Can be used as a final finish
for Quantum Color T460-XX.

Good mechanical and chemical resistance
Suitable for bleached wood
Open and closed pores

Non-yellowing, lightfast in all conditions

QUANTUM T263

2K Solventborne topcoat

Lightfast 2K solventborne topcoat with
high filling power. This product is easy to
sand and polish and is also suitable for
bleached wood. Can be used as a final
finish for Quantum Color T4XX.

Very clear and high-gloss
Suitable for bleached wood
Closed pores

Easy to sand and polish

Non-yellowing, lightfast in all conditions

QUANTUM T264

2K Solventborne topcoat

A solventborne 2K perfect matt

clear topcoat with anti-fingerprint
and excellent anti-scratch properties.
Pot life up to 4 hours @ 20°C.

Solvent-thinnable
Silky touch feel
Non-yellowing

Closed pores

Main Areas of Use

Application

Hardener

Certification

Colour Shade

Clear

Clear

Clear

Clear

Main Areas of Use

Application

Hardener

Certification

Colour Shade

Clear

PU ACRYLIC

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms

Spray application Airmix/Airless,
Spray application high/low pressure
HPU6300 Mix Ratio 10% (10:1)
o "

HEHENERE

Gloss Level @ 60° Packsize

Deep matt (05) 51/201

Matt (10) 51/201

Semi-matt (15) 51/201

Semi-gloss (30) 50/201

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms
Spray application Airmix/Airless, E
Spray application high/low pressure

HPU6300 Mix Ratio 50% (2:1)

HERNERL

Gloss Level @ 60° Packsize

High-gloss (90) 51/201

*Only certified to “DIN 68861/1B”

Main Areas of Use

Hardener

Thinner

Certification

Colour Shade

Clear

Interior, Furniture, Cabinets

HPU6214 Mix Ratio 40% (5:2)
TPU9303-S

Gloss Level @ 60° Packsize

Matt (03) 51/201

syeoodo]
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PU ACRYLIC

QUANTUM T270

2K Solventborne topcoat

Clear solventborne 2K excellent

quality topcoat with high filling power.
Can be used on top of other PU topcoats
to deliver a high-gloss finish.

Lightfast
Easy to polish

High transparency

QUANTUM T280

2K Solventborne topcoat

Lightfast solventborne 2K topcoat
with high scratch resistance, as well
as resistance to chemicals and heat.
On light wood, this product has sun
blocking properties. Application by
brush, roller or spray. Can be used as
a final finish for Quantum Color T460.

High scratch resistance
Chemical and heat resistance
Sun blocking on light wood
Closed and open pores

Non-yellowing, lightfast in all conditions

QUANTUM COLOR I1P350

TDS

2K Solventborne insulating primer

High quality solventborne 2K PU acrylic
insulating primer. Strong insulating
properties make it ideal for use in

wet rooms. It can also be used as an
adhesion promotor for many plastics
and metals.

High filling power
Very good antisagging properties

Excellent insulating properties
against wood components that
will allow it to be used in wet rooms

Adhesion promoter for
many plastics and metals

Lightfast

Main Areas of Use

Application

Hardener

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Certification

Colour Shade

Clear

Clear

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade

White

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms

Spray application Airmix/Airless, E
Spray application high/low pressure
HPU6300 Mix Ratio 50% (2:1)

Gloss Level @ 60° Packsize

High-gloss (90) 201

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms
Spray application Airmix/Airless, E
Spray application high/low pressure

HPU6300 Mix Ratio 10% (10:1)

HERnEnQ

Gloss Level @ 60° Packsize
Semi-matt (15) 51/201

Semi-gloss (30) 51/201

Interior, Furniture, Kitchen, Cabinets, especially in bathrooms

Spray application Airmix/Airless, E
Spray application high/low pressure
HPU6300 Mix Ratio 10% (10:1)

TPU9300-F, TPU9301-S

Gloss Level @ 60° Packsize

5kg/20 kg

QUANTUM COLOR P330

2K Solventborne primer

Multifunctional solventborne 2K
PU acrylic primer for a high-gloss finish.
Its good filling power produces a non-
yellowing smooth surface with high
impact resistance.

Good filling power

Smooth surface suitable for high-gloss

Lightfast

High impact resistance

Good isolating properties

NEW FOR 2025
QUANTUM COLOR P340

2K Solventborne primer, white
Solventborne 2K Primer, White

Quick drying, white pigmented two-pack
PUR primer for almost all applications
(except in wet rooms).

Extremely quick drying (sandable after two

hours)
Very good filling power

Excellent sag resistance

NEW FOR 2025
QUANTUM COLOR RESIDUES PRIMER

2K Solventborne primer, clear

Innovative, resource-efficient two-pack
PUR primer, which can be mixed with
the leftovers of solvent-based Sikkens
varnishes/paints. Suitable for almost all
applications.

Use of unhardened Sikkens two-pack PUR

varnishes/paints
High disposal costs no longer required

Make a coloured filler of your with

Quantum Color Topcoat (if the mixing ratio

is 1:1 - 100% by volume)

Main Areas of Use

Application

Hardener

Certification

Colour Shade

White

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

White

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

Clear

PU ACRYLIC

Interior, Furniture, Cabinets

Spray application Airmix/Airless,
Spray application high/low pressure
HPU6300 Mix Ratio 10% (10:1)
Gloss Level @ 60° Packsize
20 kg

Interior, furniture, cabinets

Spray application Airmix/Airless, Spray E
application high/low pressure
HPU6300 Mix Ratio 5% (20:1)

TPU9300-F/TPU9301-S

Gloss Level @ 60° Packsize
5kg/20kg
Spray application Airmix/Airless, Spray E
application high/low pressure
HPU6300 Mix Ratio 15% (100:15)

TPU9300-F / TPU9301-S

Gloss Level @ 60° Packsize

10 kg

siawilid
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PU ACRYLIC

QUANTUM IS160

2K Solventborne insulating sealer

Solventborne 2K insulating sealer

with high filling power and very good
transparency. A 20% mixing ratio will
give insulating properties against wood
components, enabling it to be used in
wet rooms. This product is also suitable
for bleached wood.

Very good transparency
High filling power
Suitable for bleached wood

Mixing ratio of 20% will give insulating
properties against wood components
and will allow it to be used in wet rooms

Open and closed pores

NEW FOR 2025
QUANTUM [S180

2K Solventborne sealer, clear

Very clear, transparent solventborne 2K
isolating sealer for almost all wooden
interior furniture, even for exotic wood
and wood rich in extractives. Optimised
for closed-pore coatings.

Flame retardant
Non yellowing
Excellent filling capacity

Specially suitable for hardly inflammable
compositions

Extreme clarity

QUANTUM S130

2K Solventborne sealer

Lightfast solventborne 2K sealer with
good transparency, suitable for bleached
wood. Using a 20% mixing ratio gives
even better insulating properties.

Good transparency

Suitable for bleached wood

Mixing ratio of 20% will give better
insulating properties

Open pores

Lightfast

Main Areas of Use

Application

Hardener

Certification

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Colour Shade

Clear

Interior, Furniture, Cabinets

Spray application Airmix/Airless, E
Spray application high/low pressure

. . 10% (10:1) or
HPU6300 Mix Ratio 20% (5:1)

Gloss Level @ 60° Packsize

201

Interior, furniture, cabinets

Spray application Airmix/Airless, Spray E
application high/low pressure
HPU6300 Mix Ratio 20% (5:1)

TPU9300-F, 51/251/TPU9301-S, 5

Gloss Level @ 60° Packsize

201

Interior, Furniture, Cabinets
Curtain coater,

Spray application Airmix/Airless,
Spray application high/low pressure

10% (10:1) or

HPU6301 Mix Ratio 20% (5:1)

TPU9302-M, TPU9303-S

Gloss Level @ 60° Packsize

201

QUANTUM S140

2K Solventborne sealer

Solventborne 2K sealer with
high solid content for all types
of solid woods and veneers.

Very good filling power
Excellent transparency
Easy to sand

Lightfast

Mixing ratio of 20% will give
better insulating properties

NEW FOR 2025
QUANTUM S150

NEW

2K Solventborne sealer, clear

Natural look two-pack PUR brightening
| varnish.
Lightfast
Brightening effect on light wood
Preservation of light staining colours
Good resistance to chemicals

PVC resistant

FOR 2025

DURITAN S150

3K Solventborne sealer, clear
Three-pack High-Solid filling primer for
closed pore coating structures.

Ultra-fast drying and curing by means of
light (patented)

Excellent sanding properties
Very good transparency and brilliance
Lightfast

Most extreme filling power

HPUB300

PU Acrylic hardener

Hardener for Quantum products.

F

Main Areas of Use

Application

Hardener

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Thinner

Certification

Colour Shade

Clear

Main Areas of Use

Application

Hardener

Certification

Colour Shade

Clear

Colour Shade

PU ACRYLIC

Interior, Furniture, Cabinets

Curtain coater,
Spray application Airmix/Airless,
Spray application high/low pressure

e

0 .
HPU6301 Mix Ratio 10% (10:1) or

20% (5:1)
Gloss Level @ 60° Packsize
201
Interior, furniture, cabinets
Spray application Airmix/Airless, Spray E
application high/low pressure
HPU6300 Mix Ratio 5% (20:1)
TPU9300-F / TPU9301-S
Gloss Level @ 60° Packsize
51/201

Interior, furniture, cabinets

Spray application high/low pressure

HPU6400 / Mix Ratio 100% (1:1) and
AUP6600 2,5% (100:2,5)
Gloss Level @ 60° Packsize
51
Gloss Level @ 60° Packsize
0,51/21/101

slajeas
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PU ACRYLIC

TPU9301-S

PU ACRYLIC

Colour Shade

Gloss Level @ 60°

Packsize

Colour Shade Gloss Level @ 60° Packsize
HPUB301
21/101
PU Acrylic hardener
Hardener for Quantum products.
Colour Shade Gloss Level @ 60° Packsize

Polyurethane thinner, slow

Slow thinner for Quantum
and Solido products.

NEW FOR 2025
HPUB400

51

TPU9302-M

Colour Shade

51
—_—

Gloss Level @ 60°

Packsize

51/201

PU Acrylic hardener

Hardener for Duritan products

i

Colour Shade

Gloss Level @ 60°

Packsize

Polyurethane thinner

Thinner for Quantum
and Solido products.

K
¥

NEW FOR 2025
AUP6600

0,1251

TPU9303-S

Colour Shade

Gloss Level @ 60°

Packsize

51/201

Solventborne activator

P
E Duritan Actitvator.

Colour Shade

Gloss Level @ 60°

Packsize

Polyurethane thinner, slow

Slow thinner for Quantum
and Solido products.

I

TPU9202-S

201

TPU9307-S

Colour Shade

Gloss Level @ 60°

Packsize

201

Polyurethane thinner, slow

Slow thinner for Quantum
and Solido products.

g

l

Colour Shade

Gloss Level @ 60°

Packsize

Polyurethane thinner, slow

Slow thinner for Stains.

| I
||...

TPU9300-F

51/201

Polyurethane thinner, fast

Fast thinner for Quantum
and Solido products.

B -

NEW FOR 2025

TPUS308-F
POLYURETHANE THINNER, FAST
Fast thinner for Quantum and Solido
=l products.

e

Colour Shade

Gloss Level @ 60°

Packsize

51

siouuIy ]
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Waterborne

7

ADDITIVES

ANTI SILICON WB

Colour Shade

Gloss Level @ 60°

Packsize

ADDITIVES

FLOOR MIXING PUTTY

_!_, SR, Waterborne additive

" Waterborne solution for mixing
i with sanding dust to make a filler.

|

W Closes joints and holes

B Reduces lateral glueing

W Easily to be applied

B Quick drying and easily sandable

Main Areas of Use | Flooring
Application Spatula Q
Colour Shade Gloss Level @ 60° Packsize

GLASS ADHESION PROMOTER AGENT

Colour Shade

51
-_—

Gloss Level @ 60°

Packsize

051

Solventborne and
waterborne additive

Additive for adhesion on glass.
Applicable to some solventborne

and waterborne paints in combination
with surface tension reducer.

051

MATTING AGENT WB

Colour Shade

Gloss Level @ 60°

Packsize

11

Waterborne additive

For use in waterborne clear or opaque
topcoats against silicone craters.

BRUSH ADDITIVE WB

Colour Shade

Gloss Level @ 60°

Packsize

L g Waterborne additive

Additive for reducing the gloss level
of water-based paints and varnishes.

11

@
L

Waterborne additive

An additive for all waterborne
products to aid brush application
of 2K waterborne topcoats.

NEW FOR 2025
AQUALIT OPTIMIZER

L1} Waterborne Additive
F For quicker drying and optimum flow

and levelling for almost all waterborne
varnishes/paints.

Colour Shade

Gloss Level @ 60°

Packsize

1l

auloqJa1em
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ADDITIVES

ADDITIVES

Colour Shade Gloss Level @ 60° Packsize

TEXTURE POWDER FINE

0.4kg

Waterborne

Solventborne and
waterborne additive

Fine powder for mixing with
solventborne or waterborne
products, leading to rougher,
scratch proof, resistant surfaces.

Colour Shade Gloss Level @ 60° Packsize

TEXTURE POWDER MEDIUM

0.4 kg

Solventborne and
waterborne additive

Medium powder for mixing with
solventborne or waterborne products,
leading to rougher, scratch proof,
resistant surfaces.

Colour Shade Gloss Level @ 60° Packsize

TIX AGENT WB

11

Waterborne additive

Additive for obtaining greater wet film
thickness on vertical surfaces. For use
with waterborne paints and varnishes.

TDS
Colour Shade Gloss Level @ 60° Packsize Colour Shade Gloss Level @ 60° Packsize g
NEW FOR 2025 ACCELERATOR PU S
EQUALIZER - Y :

Solventborne additive

e
L L Waterborne ‘-— Accelerates curing of almost all 2K
Ready-made product for the equalisation = solventborne PU varnishes and paints.

.- of wood prior to staining

TDS
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Solventborne
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ADDITIVES

ANTI SILICON SB

Colour Shade

Gloss Level @ 60°

Packsize

0.11

Solventborne additive

For use in solventborne clear or opaque
topcoats against silicone craters.

GLASS ADHESION CLEANER

Solventborne care

e

Cleanser and adhesion promoter
especially for glass surfaces that are to
be coated with solventborne products.

TDS

Main Areas of Use | Interior, Furniture, Cabinets

Colour Shade

Gloss Level @ 60°

Packsize

051

GLASS ADHESION PROMOTER AGENT

Colour Shade

Gloss Level @ 60°

Packsize

0.51

Solventborne and
waterborne additive

Additive for adhesion on glass.
Applicable to some solventborne

and waterborne paints in combination
with surface tension reducer.

MATTING AGENT SB

Colour Shade

Gloss Level @ 60°

Packsize

11l

Solventborne additive

Additive for reducing the gloss level
of solventborne paints and varnishes.

-

rIIlnlul\.

METAL MARKING AGENT SB

Colour Shade

Gloss Level @ 60°

ADDITIVES

Packsize

=i

Solventborne additive

Anti-metal marking for PU acrylic
for Quantum opaque topcoats.

SUNBLOCKER SB

Colour Shade

Gloss Level @ 60°

11
-_—

Packsize

11

Solventborne additive

For use with solventborne, clear
topcoats and primers to protect
light wood from yellowing.

TEXTURE POWDER FINE

Colour Shade

Gloss Level @ 60°

Packsize

0.4kg

e

Tt e

Solventborne and
waterborne additive

Fine powder for mixing with
solventborne or waterborne
products, leading to rougher,
scratch proof, resistant surfaces.

TEXTURE POWDER MEDIUM

Colour Shade

Gloss Level @ 60°

Packsize

0.4kg

o

T

Solventborne and
waterborne additive

Medium powder for mixing
with solventborne or waterborne
products, leading to rougher,

scratch proof, resistant surfaces.

3UI0qIUBAI0S
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ADDITIVES

Colour Shade Gloss Level @ 60° Packsize

TIX AGENT PU

Solventborne

Solventborne additive

Additive for obtaining greater wet
film thickness on vertical surfaces.
For use with Quantum and Solido
paints and varnishes.




Oils & Waxes
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NATURE 10750

Main Areas of Use

Interior, Furniture, Kitchen, Cabinets,
Flooring (wooden parquet and cork), Stairs

1K Natural based industrial oil

Easy-to-use high-build
natural-based 1K clear oil that
produces a natural appearance.

M Good transparency
W Low wetting

W Deeply penetrating
W Very fast drying

TDS

Bale of cloth, Brush,
Hot gun (max. 35°C), Roller,

Application
Spray application high/low pressure
Certification IE
Colour Shade Gloss Level @ 60° Packsize
Clear 0.751/51/201

NATURE 0740

Main Areas of Use

Interior, Furniture, Kitchen, Cabinets, Flooring (wooden par-
quet and cork), Stairs

1K Natural based 100% oil

Solvent-free natural clear
oil with good filling power.
M Good transparency

W Wetting

W Deeply penetrating

W Good water repellent

Application

Bale of cloth, Brush,
Hot gun (max. 80°C), Roller,

Spray application high/low pressure

Certification

Colour Shade

Gloss Level @ 60° Packsize

Clear

0.751/51

NATURE UO760

Main Areas of Use

Interior, Exterior, Furniture, Kitchen,
Cabinets, Flooring (only exterior-decking)

1K Natural based universal oil

Easy-to-use deeply penetrating

M Non-wetting
M Good filling power
M Fastdrying

Bale of cloth, Brush, Hot gun (max.
35°C), Roller, Spray application

translucent oil. Ready-mixed colours can
be combined to create different colours.

Application
high/low pressure

Colour Shade Gloss Level @ 60° Packsize
3011 Ginger brown 0.751/2.51
7030 Grey 0.751/2.51
8023 Light brown 0.751/2.51
8028 Dark brown 0.751/2.51
9010 White 0.751/2.51
9011 Black 0.751/2.51
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Waterborne
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FLOOR SUPER CLEANER

Main Areas of Use

Flooring

Waterborne care

Removes old self-lustre coatings, oils,
T waxes and other contaminants before

the surface is treated. Also suitable for
ﬂ I cleaning equipment and machines after
Nature products have been applied.

Colour Shade

Gloss Level @ 60°

Packsize

251

HIGH GLOSS WB ANTI-GLAZE POLISH

},. Waterborne care
For quick and easy cleaning of
- waterborne high-gloss surfaces
B after polishing. Easily removes
hologram effects, streaks and
J' milky haze. Recovers the shine

on dull surfaces and leaves
aresidue-free, pleasantly
smooth surface.

Main Areas of Use

Interior, Furniture, Cabinets

Application

Rotating polishing machine, Sponge

@

HIGH GLOSS WB
GRINDING COMPOUND

Waterborne care

Contains an abrasive grain which is
self-degradable during polishing.
Saves another polishing cycle on
high-gloss varnishes and paints.

Waterborne grinding and polishing paste.

Colour Shade Gloss Level @ 60° Packsize
11
Main Areas of Use | Interior, Furniture, Cabinets
Application Rotating polishing machine
Colour Shade Gloss Level @ 60° Packsize
1kg

HIGH GLOSS WB POLISH PASTE

} Waterborne care
m

Waterborne paste to
- achieve a higher gloss level.

Main Areas of Use

Interior, Furniture, Cabinets

Application

Rotating polishing machine

Colour Shade

Gloss Level @ 60°

Packsize

1kg

VARNISHED FURNITURE CARE

} Waterborne care
L Cleans and protects all matt
- to high-gloss furniture surfaces.
=
B Removes dust, dirt and fingerprints
B Closes micro-scratches
E and forms a protective film

M Silicone-free and free from hydrocarbons

B Replaces MPF furniture care, high-gloss
care HGP and S68 polishing water

Main Areas of Use

Interior, Furniture, Cabinets

Application

Sprayed onto surface
and removed with cloth

Colour Shade

Gloss Level @ 60°

Packsize

051

2U10qI81BM

88



16. STAINS

S THIN
PRODUCTS

DISCLAIMER

The samples shown in this section are
colour reproductions. Final results may vary.




Waterborne
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STAINS

STAINS

STAINS

WIPE ON PATINA

Waterborne patina

A waterborne patina paste giving
many decorative possibilities.
Suitable for wipe on application

on pre-coated wood. All colours can
be mixed with each other to create
a variety of colours and effects.

B Easy application
B Multiple purposes

B Overcoat with solventborne/
waterborne clear coat

AQUA CREATIVE STAIN

Waterborne stain

A waterborne pigmented stain with
good hiding power to create opaque
to transparent colour tones giving
equalising possibilities.

B Lightfast pigments

W Brush application gives
rustic stain appearance

B Long open time

B All colours can be mixed with
each other to create a wide range
of standard and variant colours

M Overcoat with solventborne/
waterborne clear coat

WAHTERBORNE

auloqJarem

COMPATIBLE
WITH COLOURANTS

coton N L reden L eronnon " AQUA POSITIVE STAIN AQUA WOQOD STAIN AQUA WOOD FINISH STAIN
White Base White Base White Base White Base
Waterborne stain, clear Waterborne stain, clear Waterborne stain, clear
Waterborne pigment reactive stain A versatile waterborne dye stain with a A waterborne clear binder specifically
giving a positive effect on softwood translucent effect on all types of wood. formulated for dipping which gives a
and a warm, old effect on oak. - uniform colour for furniture and chairs.
White on 11 Brown on 11 Gold on 11 Silver on 11 B Easy application
Brown Base Brown Base Black Base Black Base M Lightfast dyes and pigments B Can be mixed with waterborne

B Mix with TI colourants to
B Mix with TI colourants to produce a wide range of colours
produce a wide range of colours

stains and pigments

B Mix with TI colourants to

W Lightfast pigments .
produce a wide range of colours

- Overcgat W'thl solventborne/ B Overcoat with solventborne/ "0 th solventh
waterborne clear coat waterborne clear coat vercoat with solventborne/

White on 11 waterborne clear coat
Black Base

PACKSIZE:11/51 PACKSIZE:11/51 PACKSIZE:11/51

TI COLOURANTS

Waterborne liquid concentrates

Clear 11/51 White 11/51 Yellow 1l Oxide Yellow 11

- - TI910SW03 11 TI910S030 11 TI910SY18 11 TI910SY33 11 TI910SR40 11 TI910SR42 11 TI910SR50 11
White Orange Yellow Orange Red Red Bordeaux

Red 11 Oxide Red 11 Violet 11 Blue 11

TI910SY19 1l TI910SY20 11 TI910SB62 11 TI910SN12 11
Brown Yellow Blue Black

TI911SY17 11l TI911SB65 11 TI910SN15 11
Yellow Blue Black

Green 11 Black 11/51

AQUA POSITIVE STAIN ONLY AQUA WOOD STAIN AND AQUA WOOD FINISH STAIN ONLY
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STAINS STAINS

SOLVENTBORNE
STAHINS

UNIVERSAL STAIN

Solventborne

Stain

Solventborne concentrated stain
for solventborne or waterborne
systems. Very bright and transparent.

Application by spray after dilution Clear 50 Lemon 11/510 Yellow 11/50 Orange 11/50 Red 11
with fast/medium thinners or water. Yellow
B Can be used in combination with
our Harmonizing Wiping Stain or
Aqua Wood Finish Stain
MW Versatile for a variety of

applications and effects Rosewood 5l Ruby Red 11 Mahogany 11/51 Blue 11 Green 11

M Overcoat with solventborne/

waterborne clear coat
Red Walnut 211/51 DarkWalnut 11/51 Black 11/51
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STAINS STAINS

COMPATIBLE
WITH COLOURANTS

ANTIQUE HARMONIZING
EFFECT STAIN WIPING STAIN

Solventborne stain Solventborne stain, clear

Solventborne Antique Effect stain. To be used with a thinner. Add at

A solvent-based dye/pigmented stain minimum 40-50% thinner and up to

with rustic effect on coarse-pored wood. 20% of colourants to improve wipeability,

W No grain raise giving gqu pore marking and optimised
harmonising effect.

M Suitable for patinating .
M It gives a very long open

B Lightfast dyes and pigments time to wipe the stain

B Mix with CI colourants to W Very good pore wetting
produce a variety of colours

) B Can be used in combination
B Overcoat with solventborne/ with our Universal Stain

2 ANTIQUE Solventborne patina is always applied over a sealer. HARMONIZING
5 . waterborne clear coat .
8 EFFECT PATINA It comes with the range of 12 colourants to be added to STAIN BASE B Mix with CI colourants to
§ our Harmonizing Stain Base to produce different colours, produce a variety of colours
S — and gives an antique or design effect. — | v T e ]
Solventborne patina W Fastdrying Solventborne stain, clear PACK SIZE: waterborne clear coat
B Endless possibilities for different design effects Harmonizing Stain Base mixed with Clear:11/51
Antique Effect patinas will produce Black: 51 PACK SIZE: 51

W Overcoat with solventborne/waterborne clear coat . .
different colours. Semi-translucent

stain with excellent light fastness.
Associated with different thinners

and binders these stains can Cl COLOURANTS
_ | be harmonizing.

B Pore marking when mixed
White 11/50  Silver 11 Pale Gold 11 Bronze Gold 11 with Harmonizing Wiping Stain Solventborne liquid concentrates

W Overcoat with solventborne/

- - o - -
PACKSIZE:11/51

Yellow 11 Brown 11 Scarlet Red 11 Blue 11 CI100 SW04 11 CI100SY21 11 CI100SY22 11 CI100SY24 11 CI100S032 11

White Lemon Yellow Yellow Yellow Orange

Green 11 Walnut 11/51 Black 11/51 CI100SR43 11 CI100SB63 11l CI100SN13 11 CI100SN14 11
Red Blue Black Black
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VANTAGES WITH
R COLOUR SYSTEM

High compatibility

Advanced and practical Our range of Tintflex and Aquaflex colourants can be used with
support for our partners translucent or opaque bases to create any colour that is desired.

through our leading-edge atens
colour technology tools: Colour possibilities

AkzoNobel’s standard colour collections include: RAL, NCS,
and Sikkens 5051. Visual representation of the colour helps

to make choices and inspire.

m Excellent waterborne and
solventborne colourants for
a consistent and stable colour
when mixed with our specifically

developed bases First time accuracy
= Colour tinting equipment The Sikkens Wood Coatings colour software in combination with
enables perfect colour delivery our constantly updated database, gives instant access to thousands
= Sikkens Wood Coatings colour of colours and, combined with the use of our spectrophotometer,
software makes any imaginable makes the selection process easy and accurate.

colour accessible
= Spectrophotometer measures Effective and easy to use

and matches colours with ease Our tinting machines are easy to handle (plug and play

= Colour tools help with creative installation) and will entirely meet your requirements.
decisions and colour selection
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TINTING
MACHINES

There are many tinting machines on the market today. We have
selected the machine with a fit-for-purpose configuration for great
flexibility. We offer various machines, suitable for solventborne
and waterborne products. The HA 480 is shown below, but we
also support the HA 180 for smaller base paint consumption
needs. Specific tinting machine options can be discussed with our
technical experts

DESIGNED TO HOLD SINGLE
OR BOTH SYSTEMS

WATERBORNE AND
SOLVENTBORNE
AUTOMATIC SYSTEM
FAST & FLUID HA 480

M For interior and exterior bases

B Automatic machine
with piston pumps

B High quality, precision,
and reliability

M 16- or 32-canister configuration
M Canister sizes: 3 and 6 litres

B Compatible with Tintflex (solventborne)
and Aquaflex (waterborne) colourants

99

SIKKENS WOOD
COATINGS COLOUR
SOFTWARE

The Sikkens Wood Coatings colour software is our
proprietary colour retrieval platform which comes
pre-installed on your tinting machine, putting any
imaginable colour at your fingertips. The tool is

very easy to use and navigate.

Connected to the internet, the database
is updated twice per week with instant
access to the latest formulas, safely
storing a back-up of the customer’s data.
Larger customers can share their own
colours between different locations.

Together with the spectrophotometer,
virtually any colour desired can be created
with our products. Formulas can be corrected,
and mixed colours can be stored and retrieved
at any time. The selected colour can be mixed
quick and easy via the automated dosing of
the mixing machine.

SPECTROPHOTOME TERS

The hand-held portable SPECTRO 1 is Sikkens Wood
Coatings’ latest digital technology for reliable colour
measurements. The high-spec mobile instrument

is easy to use, has best-in-class performance and
allows for small and large measurements of coloured
substrates.

We also offer the Datacolor 200.

This benchtop spectrophotometer is connected to
the same colour software and database with Sikkens
Wood Coatings colours.

The Sikkens Wood Coatings colour software helps
you find a close match to an existing colour in the
database or formulate a new shade.

]
o
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AkzoNobel

COLOURANTS

Our colourant systems, Aquaflex and Tintflex, have
been developed specifically for use in wood coatings.
The pigments for the colourant colours have been
chosen for an optimum reach of colour shades and

yet keep the system compact. All our base paints have
been developed to work well with these colourants,
with great acceptance and colour stability. This is a key
element in delivering a predictable and constant colour,
and that is what makes our colour system so strong.

Good storage stability Long-term colour stability

Excellent hiding power Chrome and lead-free

AQUAFLEX TINTFLEX

OUR AKZONOBEL WOOD COATINGS RANGE OF OUR AKZONOBEL WOOD COATINGS RANGE OF
COLOURANTS FOR WATERBORNE PRODUCTS COLOURANTS FOR SOLVENTBORNE PRODUCTS
AN102 AY121 AY124 AY125 N10O Y120 Y122 Y123

AJY AY128 AR131 AR136 Y127 Y126 R130 R135
AR145 AR143 AJR AG181 R142 R144 B150 G180
ABl6l AB155 AN112 AN114 B160 B154 N11@ N11l
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18. CERTIFICATES

TESTED
AND TRUSTED

Testing standards are critical for most wood coatings products, and certificates
are essential for many projects. All of our products undergo rigorous testing,
with all tests carried out on cured coatings by authorised bodies. Products that
meet certified standards not only provide quality assurance but offer peace of
mind that they align with even the most stringent specifications.

—_—0

EN 71-3 European Standard
for Migration of Heavy Metals/
Chemical Elements

(E.g. Tests Children’s Toys)

EN 71-3 determines the migration of certain
elements such as aluminium, arsenic, lead,
chromium III and VI, cobalt, and mercury.
Extraction is used to simulate a digestive process
which provides information about the chemicals
released. Evidence of extracted elements can

be determined numerically. The limits of these
hazardous materials must not be exceeded.

DIN 53160-1/2 Saliva
and Sweat Fastness

According to DIN 53160-1/2 saliva and sweat
fastness, the colour fastness of articles for
common use to artificial saliva and sweat is
tested. The test is particularly suitable for
articles that are intended to be taken into

the mouth or come into contact with mucous
membranes.

S

DIN EN 16165:2021 European
Standard for Slip Resistance
of Pedestrian Surfaces

In this test, assessors wear test shoes with
special rubber soles to inspect the tested
flooring, which has been coated with motor oil.
The inclination is increased from a horizontal
state up to the acceptance angle. The mean
overall acceptance angle is classified according to
assessment groups R9 to R13.

i

DIN 68861 Part 1
Resistance 1B/1C
Stress groups — Classification:

1A = highest/most resistant group
1F = least resistant group

Twenty-four different test substances
such as drinks, solvents, acids, and household
cleaning agents are tested.

5

Tox Control: The Seal
for Emission-Tested
Furniture Coatings

The interaction of various pollutants indoors, even
in small quantities, causes complaints such as
headaches, lack of concentration, irritation of the
respiratory tracts. Since many of these hazardous
substances can also originate from the furniture,
the coating is tested on a neutral substrate with
regard to its emission behaviour. Our emission-
tested products receive a Tox Control certificate.
The test criteria catalogue for furniture and all
associated parts and cured coatings contains the
following focal points,

among others:

B TVOC =sum of all volatile residual
solvents (C6-C16) after 28 days

B SVOC = sum of all volatile, long-chain
residual solvents (C16-C22) after 28 days

B Carcinogenic substances
B Terpene
B Aldehydes

@

Heavy Flammable According
to Marine Equipment Directive
Med 2014/90/EU

This standard refers to the interior finishing of
ships. Flame resistance in shipbuilding according
to the ‘International Convention for the Safety

of Life at Sea’. With the USCG approval, the
‘Agreement between the European Community
and the United States of America on the Mutual
Recognition of Conformity for Marine Equipment’
is recognised.

IMO - International Marine Organisation
USCG - United States Coast Guard

N

DIN 68861 Part 2 Abrasion

Test of the abrasion resistance of varnished/
painted surfaces with the so-called Taber
Abraser; measurement of revolutions up to 50%
rubbing through with defined sanding paper.

2A = highest/most resistant group
2F = least resistant group

@

DIN 4102 - standard applicable
to Germany - Fire behaviour/low
flammability General building
inspectorate certificate [ABP -
Allgemein bauaufsichtliches
Priifzeugnis]

This standard refers to building materials and
elements for the public and private areas of a
building (e.g. walls, roofs, interior fittings, stairs
etc.). Applicability: Paints that have a general
building inspectorate certificate [ABP] may be
used for building materials according to building
regulation list A part 2 2015/2 edition. The
certificate is required for the use of building
elements in public buildings. The paints are
subject to third-party inspection. Paints that are
classed as low flammable under DIN 4102-B1
must be used on (according to DIN 4102-B1)
permitted chipboard, including veneered
chipboard, to satisfy test criteria. If used on other
substrates, DIN 4102-B2 only is required for
compliance. Any prescribed quantities must be
satisfied in full. Fire behaviour under DIN 4102
part 1 is subdivided as follows:

Building materials class A = non-combustible
Building materials class B = combustible
Building materials class B1 = low flammability
Building materials class B2 = normal
flammability
Building materials class B3 = easily flammable

1l
UNIEN 1186 Testing

for Articles Intended for
Use in Contact With Food

If paints are to be used for coatings on wooden
surfaces, such as shop fittings, which can come
into contact with food, these paints are to be
tested in accordance with UNI EN 1186-5: 2003
with regard to overall migration into aqueous
food simulants by cells.

Note: since paints for use in wood coatings are
not covered specifically by the UNI EN 1186-05:
2003 standard, this is a voluntary and legally
non-binding test modelled on the testing as
usually conducted for this standard.

DIN 68861 Part 4 Scratch

The assessment of the scratch resistance of
furniture is carried out according to

DIN EN 15186 procedure B. Classification is
carried out according to DIN 68861-4.

The stress groups are divided into 4F lowest
stress < 0.5N to 4A highest

stress >4.0N.

Stress group according to
DIN 68861-4:2013-02

4A =>4.0N 4D =>1.0bis <1.5N
4B = >2.0 bis <4.0N 4E = >0.5 bis < 1.0N
4C=>1.5bis <2.0N 4F =<0.5N
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CER"H Fl CQTES OUR RANGE OF CERTIFICATES
IS BEING UPDATED CONSTANTLY

G U | D E For the most up-to-date information regarding certificates
please visit our website: sikkens-wood-coatings.com

FIND THE SOLUTION WITH
THE PROTECTION YOU NEED

DIN 68861
Resistance 1B
Resistance 1C
PART 4 SCRATCH
UNIEN 1186
DIN 4102 B1

FR ON SHIPS
DIN 531601 & 2
Resistance 1B
Resistance 1C
PART 4 SCRATCH
16165:2021
UNIEN 1186
TOX CONTROL
DIN 4102 B1

FR ON SHIPS

Part1
DIN 68861

Part 1
DIN 68861

CE—
1 =
=
& \ ﬂ ﬂ ﬂ C‘%’ DIN 531601 & 2
)
—]
]
@ DIN 68861
% 16165:2021
A\
==
=
DIN 68861

Part 1
DIN 68861

Part 1
DIN 68861

PART 2
ABRASION
DINEN
LIS 18 1S @ TOX CONTROL
% MO -
CH—
l=:
o
&
()
(amai|
]
PART 2
ABRASION
< @ DIN 68861
% DINEN
A\
==
===
% MO-

ﬁffsAoL_IZTOCOLOR v SOLIDO T230-35 v

e I v sowotes v v

oot | v v

?z?;:oLgnggbg\sevo . v v v SOLIDO T240H-15 v

?27”5’*(;'” COLOR v v v SOLIDO T240H-25 v

AQUALIT PT230-20 v SOLIDO T240V-10 v v v

AQUALIT PT240-05 v v SOLIDO T240V-30 v v v

AQUALIT PT240-30 v v SOLIDO IS130 v
AQUALIT ST260-10 v v v pvedliitast v v

v v v o YV v v
AQUALIT T260-05 v v vV v v v v Tco-s0snooEwor |V v v v v
e I A A 2R v v v |~ T o v

AQUALIT T260-20 v v v v Vv v v v %J;\;:JTUM COLOR v v v v v
AQUALIT T260-40 v v v v v v v v QUANTUM T233-05 v v v v v

AQUALIT T2700-05 v v v QUANTUM T234-05 v v v v v

AQUALIT T2700-10 v v v QUANTUM T234-10 v v v v v

AQUALIT T2700-20 v v v QUANTUM T234-30 v v v v v

AQUALIT T2700-30 v v v QUANTUM T235-03 v v v

AQUALIT T280-10 v v v v v QUANTUM T237 v

AQUALIT T280-20 v v v v v v v QUANTUM T260 v v v v v v v v
AQUALIT T280-40 v v v v v QUANTUM T263-90 v v v v v v v
AQUALIT COLOR IP360 v QUANTUM T264-03 v v

AQUALIT COLOR P382 v v v QUANTUM T280-15 v v v v v v

DURACID T260-10 v QUANTUM T280-30 v v v v v v

DURACID T260-30 v O TUM COLOR v v
SOLIDO COLOR T440- v QUANTUM COLOR v
90 BNOO/BW01 P330

igLBIII\?(())Oc/:g\II-V%R:LT47O- v QUANTUM IS160 v
gg';ﬁgogg\';v%q”m' v v v QUANTUM 15180 v
gggﬁgo(;g\';v%imm' v v v QUANTUM S150 v v v

SOLIDO T230-15 v v DURITAN S150 v

*as 2K
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19. SYSTEMS

- INDING

Our experts have created key
systems to help our partners and
customers select the right products
in the right order for the desired
purpose and performance.

THE
RIGHT SYS

This helps make product selection as easy as possible for a job well
done and a result everyone can be proud of. These systems can be
navigated by technology, performance, and aesthetics.

From standard product combinations to specific interior design
requirements or conditions, our systems are developed to always
perform and meet demands. These systems are examples of
cycles possible with our products and are segmented to guide
users’ initial selection. Whether the standard approach is the
starting point or there is a need for extra or special performance,
our product combinations are almost endless, therefore, for
specific advice, we suggest contacting your local representative.

Our range provides proven combinations of innovative products
that deliver results everyone can count on, and benefit from great
performance, colours and outstanding original aesthetics.

For details of our colour-coded
systems please see page 13

SYSTEM GLOSSARY

Standard

Our standard systems are always a good
choice. Selected products have a good
robust performance and are easy to use.

Plus

Recommended for specific properties
or boosting your system with higher
quality products.

Premium

Our premium selection of systems consists
of top quality products to maximise confidence
and meet the highest expectations.

Special

For special applications we have designed
systems to meet the requirements of different
specifications, for example, black finish, high
anti-scratch performance or parquet.

VIEW OUR LATEST
SYSTEM INFORMATION

For the most up-to-date information visit:
sikkens-wood-coatings.com

STAGE 1

Refers to the first product
being selected and applied.

STAGE 2

Refers to the second product
being selected and applied.

STAGE 3

Refers to the top layer,
and the last product to
be selected and applied.




Standard

Transparent

Plus

Premium

Standard

Plus

Premium

Black

Aqualit T260 (1K) Aqualit T260 (2K) Aqualit IS180 Aqualit Color P341 (Base)
Aqualit Color IP360 (1K) Aqualit Color IP360 (2K)
Ll
= Aqualit T265 Aqualit T265 Aqualit T280 (2K) Aqualit Color P382 (White)
[ag
o Aqualit T260 (1K)
E q Aqualit T260 (2K)
Ll Aqualit T220 Aqualit T280 (2K) Aqualit Color T450 (1K) Aqualit Color T450 (1K/2K) Aqualit Color T450 (2K)
— .
a Aqualit T265 Aqualit T265
=
Aqualit T260 (2K)
Aqualit T280 (2K)
Quantum T237 . .
(Fast drying, Anti-scratch) Quantum T234 (High clarity) Quantum IS160 Quantum Color P330 (MDF)
(@]
I Quantum S130 Quantum S130
> Quantum S140 Quantum Color T430 Quantum Color IP350
g Quantum T233 (Wax effect) Quantum T260
T Quantum T234
) Quantum T237 Quantum T260 Quantum Color T430 (White)
o Stage 2 Quantum T235 (Dead-matt finish) Quantum Color T430 Quantum Color T430
Quantum Color T460
Quantum T233 OQuantum T260 Quantum T280 (Tinting system)
Solido S122V (Anti-scratch, High Solid) Solido Color P320H
Stage 1 Solido S130H Solido T230 Solido Color P310 Solido Color P330H Solido Color P350
Solido S140H (Anti-scratch, High Solid) Solido Color P320V (Sharp edges)
Y= Solido T240H (Anti-scratch)
> g Solido T220H Solido Color P320H
f = Solido T240V (High Solid)
T= Stage 2 Solido T230 Solido Color P310 Solido Color P330H Solido Color P350
T Solido S122V (Anti-scratch, High Solid)
2D = Solido S130H Solido Color P320V (Sharp edges)
O Solido S140H (Anti-scratch, High Solid)
Solido T240H Solido Color T450V (White)
Stage 3 Solido T220H Solido T230 Solido Color T430H Solido Color T470 Solido Color T470
Solido T240V Solido Color T470
Stage 1 Solido S130V Solido S122V Solido Color P320V Solido Color P340V
[
> T Solido S122V
5 O Stage 2 Solido T240V Solido Color P320V Solido Color P340V
= Solido T240V
(en
[a
E g Solido Color T450V (White)
Stage 3 Solido T240V Solido Color T470
Solido Color T470
Transparent High Gloss Opaque High Gloss
PU ALKYD PU POLYESTER HYBRID PU ACRYLIC PU ALKYD POLYESTER HYBRID PU ACRYLIC PREMIUM +
Solido Color P340H
Solido S140H Solido IS150 Quantum IS160 Solido Color P340V Polydur Color P380 Quantum Color P330 Polydur Color P380
Solido Color P350 (Black) Polydur Color P390 (Styrene free) Polydur Color P390 (Styrene free)
Ouantum T263-90 Solido Color P340H
Solido S140H Polydur S160 Solido Color P340V Polydur Color P380 Quantum Color T460 Quantum Color T460

Quantum T270-90

Solido Color P350 (Black) Polydur Color P390 (Styrene free)

Solido T240-90 Quantum T263-90

Solido Color T440-90 Solido Color T440-90

Solido T240-90 Quantum T263-90 Quantum T263-90

Solido Color T441-90 (White & Black) | Solido Color T441-90 (White & Black) Quantum T270-90

Quantum T270-90
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SUSTAINABILITY

GLOBAL LEADERSHIP

AkzoNobel

About AkzoNobel

Since 1792, we’ve been supplying the innovative paints
and coatings that help to color people’s lives and protect
what matters most. Our world class portfolio of brands —
including Dulux, International, Sikkens and Interpon — is
trusted by customers around the globe. We're active in
more than 150 countries and use our expertise to sustain
and enhance the fabric of everyday life. Because we
believe every surface is an opportunity. It's what you'd
expect from a pioneering and long-established paints
company that’s dedicated to providing sustainable
solutions and preserving the best of what we have today
— while creating an even better tomorrow. Let’s paint the
future together.

For more information please visit www.akzonobel.com.
© 2024 Akzo Nobel N.V. All rights reserved.

SIkkEns

WOOD COATINGS

sikkens-wood-coatings.com





